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Subject                              : 
 

Landing gear warning 

Effectivity                         : 
 

DG-1000S and DG-1000T up to ser.no. 10-73 (standard from 10-74 on)  

Accomplishment               : 
 

31.July.2006 

Reason                               :
 

It happened on some DG-1000’s that the switch which gives the signal for extended 
and locked landing gear failed. So no warning could be given.  
To solve this problem a more robust type of switch will be installed. 
 

Instructions                       : 
 

1. Remove the existing switch with its mounting bracket..  
2. Install the new switch with mounting bracket 10R143/1 according to 

installation plans 10EP35 issue b for DG-1000S or 10EP54 issue a for 
DG-1000T. 

3. Cut off the wires from the switch and crimp on the ring cable shoes 
instead. Screw the wires to the switch according to the installation plans. 

4. Adjust the switch by bending its sheet metal lever so that the switch will 
switch shortly before the cam from pushrod 10FW38 is in its lowest 
position (1-2mm travel).  

 
Material                             :
 

drawing 10M143 issue a  
installation plans 10EP35 issue b for DG-1000S or 10EP54 issue a for DG-1000T 
1 piece Mikroswitch 164-025-05 
1 piece mounting bracket 10R143/1 
2 pieces bolt M3x20 DIN84-4.8 zn 
2 pieces selflocking nuts M3 DIN985-8 zn 
2 pieces ring-cable-shoe RSQ 7103 A 3,5-1 
 

Weight and balance           :
 

influence negligible 

Remarks                            : Instructions may be executed by the owner. 
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